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Arkansas Soft Pine 



pitch, close grain, elastic fiber, 
attractive figure. These qualify 
it, in particular, for interior trim, 
mouldings and paneling, because: 
freedom from pitch promotes even 
absorption of applied finish and 
avoids discoloration that often oc¬ 
curs when pitch is present; close 
grain dispenses with “pull” be¬ 
tween summerwood and spring- 
wood ring growth, preventing 
raised grain; elastic fiber springs 
back, all but covering counter-sunk 
finishing nails, thus minimizing 
putty spots on the finished surface; 
attractive figure provides deco¬ 
rative qualities brought out by 
transparent finishes. 
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Identifying pattern num¬ 
bers are those of the 
Standard 8000 and Arkan¬ 
sas Soft Pine Moulding 
patterns with which your 
lumber dealer is familiar 
and from whom these and 
other patterns are con- 
veniei 
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mtly available. 


Specified Moisture 
Content 

These inherent advantages are 
further enhanced during manufac¬ 
ture by drying and seasoning, to 
specified moisture content. This 
refinement is accomplished in 
automatically controlled cross cir¬ 
culation dry kilns. By this method 
of conditioning, the natural “life” 
of the wood is retained, a factor 
essential to stabilized woodwork. 
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Mellow Pine Paneling 

Here’s what Uncle Sam says about the 
wood: “Shortleaf pine in Arkansas is of 
a higher grade than that grown in other 
regions. It is soft, of good quality, and 
the annual rings show well in the grain.” 
It is these qualities which give Arkansas 
Soft Pine unique advantages as paneling. 


Arkansas Soft Pine paneling is available 
in a range of patterns and sizes of which 
those illustrated are indicative. Material 
is particularly suited to finishing in a 
range of transparent effects from blond 
to mellow honey color. Approved finish¬ 
ing specifications will be furnished 
promptly on request. 


ARKANSAS SOFT PINE 
PANELINC 


Typical Standard Patterns 


. , 


PICKWICK 


PILGRIM 


Pine Paneling in Dutch Colonial pattern. 
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INTERIOR TRIM AND MOULDINGS 


Satin-like Interior Trim 

Distinguishing characteristics of 
Arkansas Soft Pine upper grades, 
from which trim and mouldings 
are produced, are: freedom from 


What Species It Is 

Commercial southern pine is the general name for a 
number of closely related species comprising: Shortleaf, 
Pinus echinata; Longleaf, Pinus palustris; Loblolly, Pinus 
taeda; Slash, Pinus caribaea. 


Where It Crows 

Arkansas Soft Pine is the soft-textured, easily worked 
pine, produced from shortleaf (Pinus echinata) stands 
in southern and western Arkansas. It is identified by 
registered trade-mark stamped, labeled or tagged on the 
material. 
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EXTERIOR SHEATHING 


High Insulation Factor 

Thoroughly seasoned wood, being a non-conductor of heat 
and cold, is a natural insulation. Example: On an outside 
wall, Arkansas Soft Pine sheathing of standard ft" thickness 
keeps out as much heat or cold as 5" of common brick, 9" of 
face brick, 12" of stone or lSi/o" of concrete. 



Maximum Structural Stiffness 

Available in center-matched standard lengths or center and 
end-matched in bundles. 

Center-matched sheathing, which is surfaced two sides, is 
available in No. 2 and No. 3 grades. This is an Arkansas 
Soft Pine kiln dried material, running 20" and longer, fur¬ 
nished in bundles when end-matched; and in plain end 
random lengths, not bundled. Exercise care when using 
end-matched for subflooring or roof sheathing, to see that 
each board is nailed to at least two joists. 



Center and End Matched Sheathing goes on in Vz less time , 
requiring no cut-back at stud centers. Result: an integrated 
wall of exceptional strength and high insulation value. 


EXTERIOR SIDING 

Bevel Drop Colonial 

Arkansas Soft Pine siding is free from pitch, holds paint. 
Primer penetrates the even texture, becoming integral with 
the wood’s fiber. Finishing coats are worked into the wood 
itself, not merely carried on the surface of the primer. This 
advantage minimizes paint checking and peeling. Before 
installing, back-prime with aluminum paint. 



Colonial Siding 



Each grade of lumber is more than the individual manufacturer’s 
idea of the respective grades. Grading standards represent the 
composite opinion of all representative manufacturers within the 
region where the species is grown and produced. Application of 
grading and grade-marking, under long established practices, is 
supervised by an industry-wide authorized agency, in this instance, 
the Southern Pine Inspection Bureau, New Orleans, Louisiana. 
All Arkansas Soft Pine is graded and grade-marked in accordance 
with the requirements of that organization. Arkansas Soft Pine 
qualifies for Federal Specifications MM-L-751b. 


Form of Official Grade Mark 



Left to right symbols are initials of the Southern Pine Inspection 
Bureau, grade, identifying number of the mill producing the stock. 


GRADES TO SPECIFY** 

Use 

Grade Recommended 

Sills on foundation wall, floor more 
than 18" above ground 

No. 1 Dimension 

Sills on foundation wall, floor with¬ 
in 18" of ground 

No. 1 Dense Dimension (*) (+) 

Sills on posts or piers, floor more 
than 18" above ground 

No. 1 Dense Timbers 

Sills on posts or piers, floor within 
18" of ground 

No. 1 Dense Timbers (*) (t) 

Basement posts or columns 

No. 1 Dense Timbers 

Girders 

No. 1 Dense Timbers, No. 1 Dense Dimension, 
or No. 1 Dense Laminated 

Floor joists over 18" above ground 

No. 1 Dense Timbers 

Floor joists within 18" of ground 

No. 1 Dense Dimension or No. 2 (ff) 

Roof rafters and ceiling joists 

No. 1 or No. 2 Dimension (ft) 

Studding 

No. 1 Dense, No. 1 or No. 2 Dimension (ft) 

Sub-flooring and sheathing 

Arkansas Soft Pine Center-Matched, Square 
Edge Boards or Shiplap in No. 2 or No. 3 
Grade 

Finish flooring exposed 

B & Better Edge Grain End-matched or 
Random length Plain end 

Finish flooring to receive linoleum 
or carpet 

No. 1 Common or No. 2 Common Flat Grain 
A" thickness 

Porch flooring 

B & Better Edge Grain Plain End or B & Better 
Flat Grain Plain End, treated 

Drop siding, interior trim, exterior 
trim, window and door frames 

B & Better 

Exterior trim 

B & Better Back-primed with aluminum paint 

+AII Heart. *Preservative treated. **Arkansas Soft Pine is graded according to 
the Standard Grading Rules of the Southern Pine Inspection Bureau, New Orleans, 
La. ffConforms to the higher stress values for No. 2 Dimension, established by 
the Inspection Bureau in 1948. Grading Rules will be furnished on request to the 
Arkansas Soft Pine Bureau. 




ARKANSAS SOFT PINE BUREAU 








































































STUDS, JOISTS AND RAFTERS 

_ o 


Safe loach are net safe loads per square foot—weight of joists themselves has been deducted. Stresses used are for 
No. 1 Dense Dimension—1,750 lbs. Horizontal shear—120 lbs. Loads all fall within shear limits. Loads below heavy 
line are governed by E—1,760,000 and will produce deflection less than span "/360. 


WHERE TO 


BUY 


Arkansas Soft Pine is carried regularly by responsible retail lumber dealers 
and planing mills east of the Rockies. Elsewhere, it mav be secured through 
special orders placed with local suppliers. 
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BOYLE BUILDING 


ARKANSAS SOFT PINE BUREAU urn 
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rroauced trom selected superior shortleaf timber, Arkansas 
Pine No. 1 Dense Dimension dispenses with the risks and 
penalties that go with green lumber. That’s because No. 1 
Dense is pre-shrunk in modern steam dry kilns, by which it is 
stabilized for keeps! 

Graded under classification requirements of the Southern Pine 
Inspection Bureau, Arkansas Pine No. 1 Dense Dimension safe¬ 
guards the structure with bill mill manufacture, stipulated 
moisture content, maximum tensile strength and engineered 
stress values officially certified by the SPIB Grade-Mark 
branded on each piece. 

Load Bearing Strength 

Arkansas Soft Pine possesses adequate strength for all stresses 
and loads to be expected in the construction of residences, 
apartments, and commercial buildings of moderate size. 
Grades below conform to American Lumber Standards for 
Dense material. 
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Grade 

Extreme 
Fiber in 
Bending 

Tension 
Parallel 
to Grain 
"t" 

Com¬ 
pression 
Across 
Grain 
"c i " 

Hori¬ 

zontal 

Shear 

"H " 

Com¬ 
pression 
Parallel 
to Grain 
"c" 

No. 1 K. D. 

1750 

390 

135 

1500 

No. 1 Dense K. D. . 

2050 

455 

135 

1750 

No. 2 K. D. 

1500 

390 

120 

MOO 

No. 2 Dense K. D. . 

1750 

455 

120 

1300 

Modulus of Elasticity. "E" _ 

f All Grades).. 


.....1.760.000 



LENGTHS 

4' to 20' in 2' multiples. All Sizes 
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NOTE TO SPECIFICATION WRITERS 

MANDATORY—All material furnished under these speci¬ 
fications shall bear the ARKANSAS SOFT PINE trade¬ 
mark. Complete technical data, structural details and 
illustrated grades are included in the Arkansas Soft Pine 
Handbook, mailed on request together with official Southern 
Pine Inspection Bureau Grading Rules. 

ARKANSAS SOFT PINE PRODUCTS 

Arkansas Soft Pine is manufactured by representative, 
major enterprises exclusively. Production embraces all 
standard soft wood items, notably small timbers, dimension, 
boards, sheathing, siding, flooring, finishing, mouldings, 
trim and paneling. 


STRESS VALUES FOR STUDS, JOISTS AND RAFTERS 
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